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04.01.2010  09:22    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              0 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "01 55022 RH 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 01 BIKO_H 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN001 MaxPk         
MES  MGEN001 Avg            


 
 







MGEN002.pdf


 


04.01.2010  09:33    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              0 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "02 55022 RV 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 02 BIKO_V 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN002 MaxPk         
MES  MGEN002 Avg            
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EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              90 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "02 55022 RV 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 02 BIKO_V 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN003 MaxPk         
MES  MGEN003 Avg            
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EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              90 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "02a RV 30-300 QP" 
 
  Short Description:            EN 55022 Rad 30-300 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   QuasiPeak 1.0 s    120 kHz 02 BIKO_V 30-300 
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Level [dBµV/m]
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN003 QPk           
MES  MGEN003 MaxPk          
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EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              90 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "01 55022 RH 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 01 BIKO_H 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN004 MaxPk         
MES  MGEN004 Avg            


 
 







MGEN005.pdf


 


04.01.2010  10:03    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              180 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "01 55022 RH 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 01 BIKO_H 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN005 MaxPk         
MES  MGEN005 Avg            
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EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              180 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "02 55022 RV 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 02 BIKO_V 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN006 MaxPk         
MES  MGEN006 Avg            
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04.01.2010  10:21    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              270 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "02 55022 RV 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 02 BIKO_V 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN007 MaxPk         
MES  MGEN007 Avg            
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04.01.2010  10:30    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              270 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "01 55022 RH 30-300" 
 
  Short Description:            EN 55022 Rad 30-300 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  30.0 MHz   300.0 MHz  60.0 kHz   MaxPeak   100.0 ms 120 kHz 01 BIKO_H 30-300 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN008 MaxPk         
MES  MGEN008 Avg            
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04.01.2010  10:58    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              0 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "03 55022 RH 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 03 UHALP_H 300-1000 
                                   Average                     
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LIM  EN 55022 F QP         Field Strength QP Limit
LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
MES  MGEN009 MaxPk         
MES  MGEN009 Avg            
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04.01.2010  11:18    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              0 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "04 55022 RV 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 04 UHALP_V 300-1000 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN010 MaxPk         
MES  MGEN010 Avg            
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04.01.2010  11:39    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              90 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "04 55022 RV 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 04 UHALP_V 300-1000 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN011 MaxPk         
MES  MGEN011 Avg            
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04.01.2010  12:13    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              90 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "03 55022 RH 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 03 UHALP_H 300-1000 
                                   Average                     
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LIM  EN 55022 F QP         Field Strength QP Limit
LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
MES  MGEN012 MaxPk         
MES  MGEN012 Avg            
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04.01.2010  12:35    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              180 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "03 55022 RH 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 03 UHALP_H 300-1000 
                                   Average                     
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LIM  EN 55022 F QP         Field Strength QP Limit
LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
MES  MGEN013 MaxPk         
MES  MGEN013 Avg            
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04.01.2010  12:56    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              180 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "04 55022 RV 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 04 UHALP_V 300-1000 
                                   Average                     
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LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN014 MaxPk         
MES  MGEN014 Avg            
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04.01.2010  13:16    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  vertikal 
Comment:              270 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "04 55022 RV 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 vert. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 04 UHALP_V 300-1000 
                                   Average                     
 
 


0


10


20


30


40


50


60


70


Level [dBµV/m]


300M 400M 500M 600M 700M 800M 1G
Frequency [Hz]


LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
LIM  EN 55022 F QP         Field Strength QP Limit
MES  MGEN015 MaxPk         
MES  MGEN015 Avg            
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04.01.2010  13:37    


EMC Pretest 
 
2010-01-04 
 
Manufacturer / EUT:   Lacerta / MGEN stand alone autogider 
Operator / Test Site: Peter Karner / Wien / SIS SDE HMC EMB WRD, Raum C3556 
Operating Condition:  horizontal 
Comment:              270 Grad 
                       
                       
                       
                       
 
 
SCAN TABLE: "03 55022 RH 300-1000" 
 
  Short Description:            EN 55022 Rad. 300-1000 hor. 
  Start      Stop       Step       Detector  Meas.    IF      Transducer 
  Frequency  Frequency  Width                Time     Bandw.   
  300.0 MHz  1.0 GHz    60.0 kHz   MaxPeak   100.0 ms 120 kHz 03 UHALP_H 300-1000 
                                   Average                     
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LIM  EN 55022 F QP         Field Strength QP Limit
LIM  EN 55022 F QP Kl. A   Field Strength QP Limit Kl.
MES  MGEN016 MaxPk         
MES  MGEN016 Avg            


 
 






